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TECHNICAL SPECIFICATIONS

Certified combustion system Superflame®

Height Kitchen*: 850 mm (excluding upstand 40x15mm - HxD)

Steel or Glass ceramic radiant plate

Vent to the Outside

Airtight Fire Door

Self-cleaning Double-Glazed Ceramic Glass Fire Door

Reversible fire door

Combustion chamber made of Certified refractory material

Flue Smoke System with refractory material

Starting air

Primary and Secondary Air Automatic Regulation

Pre-heated Secondary Air

Ignition with Bypass Key

Closing of vent to the outside

Insulated Handles

Wide Stainless Steel Oven

Quick-release oven door with double-glazed glass

Oven with Light and Thermometer

Oven with Steam-conditioning valves

Pyrolytic coated baking tray on Telescopic rails

Oven grill grid

Riser with Ventilation Holes

Natural thermal convection on the sides



TECHNICAL DATA

Length: 600 mm

Height*: 850 mm

Width: 600 mm

Size of the Oven (lxhxw): 350x260x470 mm

Total Nominal Power: 8,0 kW

Maximum Power: 9,5 kW

Nominal Power Performance:  80,1%

Weight: 180 Kg

RETRIEVE YOUR CONFIGURATION

Scan the QR CODE or copy the link below to retrieve your configuration.

https://www.rizzolicucine.it/en/products/wood-burning-cookers/m-range/251/ml-60-lux#configurator-

251/0/0

Configuration code : sqFf1uu9x
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