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SERIE ZVI 

ZVI 80





TEKNISKA EGENSKAPER

Adjustable height*:850-910mm (excluding 60x15mm hxd riser)

Flue outlet: multifume, upper center and rear right

Adjustable rear flue outlet

Right side flue outlet predisposition (with optional kit)

Flue outlet diameter 130mm

Stainless steel top, 30mm thickness, with riser

Certified combustion system - Superflame®

Steel radiating plate, with traditional PC2 rim ⌀238 mm

External air intake - External Air®

Adjusting/closing external air intake

Sealed fire door with metal gaskets

Fire door with silk- screened ceramic glass

Refractory material combustion chamber, depth 405mm

System for insertion between furniture (3mm) - Surround Heat®

Double fume circuit with refractory material

Manual adjustment of primary and secondary air

Flue bypass key start

Insulated stainless steel handles

Stainless steel oven

Oven door with glass and quick release

Oven with thermometer

Sealed oven with high temperature resistant seals

Pyrolytic enamel pan on telescopic slides and oven rack

Aerated sides with natural thermal convection

Stainless steel plinth with adjustable depth

Homogeneous oven temperatures above 300°C

Removable ash drawer

Large certified wood storage drawer



TEKNISKA DATA

Bredd: 800 mm

Höjd*: 850 mm

Djup: 600 mm

Ugnens mått (bxhxd): 300x260x430 mm

Total nominell effekt: 9,7 kW

Max. effekt: 12,0 kW

Verkningsgrad vid nominell effekt: 82,6 %

Vikt: 185 Kg

LADDA NER DIN KONFIGURATION

Skanna QR-koden eller kopiera länken nedan för att ladda ner konfigurationen.

https://www.rizzolicucine.it/se/produkter/vedspisar/serie-zvi/464/zvi-80#configurator-464/0/0

Konfigurationskod : vhOQIj5PA
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